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MUNRO RP AMPHIBIOUS SERIES SUBMERSIBLE PUMP (2HP– 5 HP):
A. The RP Amphibious series submersible pump shall be of continuous duty design consisting of a stainless steel outer case and shall be able to be installed vertically or horizontally. The impeller shall be of an enclosed channel design and manufactured of chrome steel construction. The pump shall have a thermally protected motor. There shall be an abrasion resistant double mechanical shaft seal with the upper seal made of carbon/ceramic and the lower seal made of silicon/silicon. The RP Amphibious series pump shall include a flanged connection at the suction of the pump to allow for pump-to-pump connection or tail pipe assembly connection. 

B. The pump and motor shall be Munro RP0302S22A 2 HP 230volt single phase with an amp draw of 9 amps and approximate length of 21 inches. The RP Series pump shall have a threaded discharge size of 3 inches and a solids handling capability up to .31 inches. The pump shall be capable of providing XX (Feet of head) @ XX gallons per minute. Pump to be as manufactured by Munro Pump, Inc. Grand Junction, CO.
Note: Items in bold to be removed or amended to fit the specific project. Replace pump call out in item B with pump information from chart below as required for the specific project.

Note: This pump can be installed in the water source or external to the water source. A foot valve must be used when pump is mounted external to the water source.
	Model Number
	HP
	Voltage
	Phase
	Amps
	Start Method
	Solid Handling (in)
	Discharge Size (in)
	Wgt. Lbs.
	Cord Length
	Max Head Ft.
	Max Capacity GPM
	Max Capacity GPH
	Dimension

	
	
	
	
	
	
	
	
	
	
	
	
	
	DIA
	HGT

	RP0302S22A
	2
	230
	1
	9
	Cap
	.31"
	3
	95
	24'
	60
	190
	11,400
	9.37"
	18"

	RP0403S22A
	3
	230
	1
	13.4
	Cap
	.43"
	4
	103
	
	63
	305
	18,300
	
	

	RP0405T22A
	5
	230
	3
	12.8
	Direct
	.43"
	4
	103
	
	84
	375
	22,500
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