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FS SERIES SUBMERSIBLE PUMP (1/3 HP– 30 HP) SPECIFICATION
A. The FS series submersible pump shall be of continuous duty design consisting of a stainless steel double casing to induce cooling by passing water past the motor. The impeller shall be of abrasion resistant high chrome steel construction (2 hp and larger) or dynamically balanced smooth running ductile iron impeller (1/3 hp to 1-1/2 hp ).  The pump shall have heat-treated highly wear resistant stainless steel shaft and thermally protected motor. There shall be an abrasion resistant double mechanical shaft seal with the upper seal made of carbon/ceramic and the lower seal made of silicon/carbide. The FS series pump shall include a stainless steel strainer mounted at the suction end of the pump to prevent large solids from clogging the pump. The FS series pump shall also include a sealed cable entry and built in lift ring for easy lifting with machinery.

B. The pump and motor shall be Munro FS315S11 2 HP 110 volt single phase with an amp draw of 20 amps and approximate length of 22 inches. The FS Series pump shall have a threaded NPT discharge size of 3 inches and a solids handling capability up to .36 inches. 

C. The pump shall be capable of providing XXpsig @ XX gallons per minute. 

D. Pump shall be as manufactured by Munro Pump, Inc. Grand Junction, CO.
Note: Items in bold to be removed or amended to fit the specific project. Replace pump call out in item B. and performance requirement in item C. with pump information from chart below as required for the specific project.

	Model Number
	HP
	Voltage
	Phase
	Amps
	Solids Handling (in)
	Discharge Size (in)
	Weight (lbs)
	Length (in)
	Corld Length (ft)

	FS250S11
	1/3
	110
	1
	4
	0.24
	1.5
	32
	 13.375
	18

	FS250S22
	1/3
	220
	1
	2.5
	0.24
	1.5
	32
	 13.375
	18

	FS400S11
	1/2
	110
	1
	5.3
	0.24
	2
	33
	 13.375
	18

	FS400S22
	1/2
	220
	1
	3
	0.24
	2
	33
	 13.375
	18

	FS750S11
	1
	110
	1
	10
	0.32
	2
	40
	14.625 
	18

	FS750S22
	1
	220
	1
	5
	0.32
	2
	37
	14.625 
	18

	FS750T22
	1
	220
	3
	4
	0.32
	2
	35
	14.625 
	18

	FS750T44
	1
	440
	3
	2
	0.32
	2
	35
	14.625 
	18

	FS215S11
	2
	110
	1
	20
	0.36
	2
	83
	22 
	33

	FS215S22
	2
	220
	1
	10
	0.36
	2
	81
	 22 
	33

	FS215T22
	2
	220
	3
	6
	0.36
	2
	70
	 22 
	33

	FS215T44
	2
	440
	3
	3
	0.36
	2
	60
	 22 
	33

	FS315S11
	2
	110
	1
	20
	0.36
	3
	83
	 22 
	33

	FS315S22
	2
	220
	1
	10
	0.36
	3
	81
	 22 
	33

	FS315T22
	2
	220
	3
	6
	0.36
	3
	59
	 22 
	33

	FS315T44
	2
	440
	3
	3
	0.36
	3
	78
	 22 
	33

	FS222T22
	3
	220
	3
	8
	0.36
	2
	88
	 22 
	33

	FS222T44
	3
	440
	3
	4.5
	0.36
	2
	68
	 22 
	33

	FS322T22
	3
	220
	3
	9
	0.36
	3
	68
	 22 
	33

	FS322T44
	3
	440
	3
	4.5
	0.36
	3
	69
	 22 
	33

	FS237T22
	5
	220
	3
	15
	0.4
	2
	142
	 25.25
	33

	FS237T44
	5
	440
	3
	7.5
	0.4
	2
	122
	 25.25
	33

	FS337T22
	5
	220
	3
	15
	0.4
	3
	143
	 25.25
	33

	FS337T44
	5
	440
	3
	7.5
	0.4
	3
	135
	 25.25
	33

	FS437T22
	5
	220
	3
	15
	0.4
	4
	145
	 25.25
	33

	FS437T44
	5
	440
	3
	7.5
	0.4
	4
	144
	 25.25
	33

	FS355T22
	7.5
	220
	3
	25
	0.4
	3
	158
	26.375 
	33

	FS355T44
	7.5
	440
	3
	11.3
	0.4
	3
	148
	26.375 
	33

	FS455T22
	7.5
	220
	3
	22.5
	0.4
	4
	133
	26.375 
	33

	FS455T44
	7.5
	440
	3
	11.3
	0.4
	4
	148
	26.375 
	33

	FS475T22
	10
	220
	3
	30
	0.6
	4
	300
	33.25 
	33

	FS475T44
	10
	440
	3
	15
	0.6
	4
	300
	33.25 
	33

	FS675T22
	10
	220
	3
	30
	0.6
	6
	300
	33.25 
	33

	FS675T44
	10
	440
	3
	15
	0.6
	6
	300
	33.25 
	33

	FS411T22
	15
	220
	3
	45
	0.6
	4
	305
	33.25 
	33

	FS411T44
	15
	440
	3
	22.5
	0.6
	4
	307
	33.25 
	33

	FS611T22
	15
	220
	3
	45
	0.6
	6
	310
	33.25 
	33

	FS611T44
	15
	440
	3
	22.5
	0.6
	6
	311
	33.25 
	33

	FS6150T22
	20
	220
	3
	60
	0.6
	6
	313
	36 
	33

	FS6150T44
	20
	440
	3
	30
	0.6
	6
	313
	 36
	33

	FS6220T22
	30
	220
	3
	90
	0.8
	6
	570
	 41
	33

	FS6220T44
	30
	440
	3
	45
	0.8
	6
	570
	 41
	33

	FS8220T22
	30
	220
	3
	90
	0.8
	8
	581
	 41
	33

	FS8220T44
	30
	440
	3
	45
	0.8
	8
	581
	 41
	33


	Model Number
	A
	B
	C
	D

	FS-250/400
	13.375"
	10"
	3"
	7.125"

	FS-750
	14.625"
	11.25"
	3"
	7.125"

	FS-215/315
	22"
	16"
	2.875"
	8.5"

	FS-222/322
	22"
	16"
	2.875"
	8.5"

	FS-237/337/437
	25.25"
	19.625"
	4.75"
	11.25"

	FS-355/455
	26.375"
	20.625"
	4.75"
	11.25"

	FS-475/675
	33.25"
	27.375"
	7"
	13.875"

	FS-411/611
	33.25"
	27.375"
	7"
	13.875"

	FS6150
	36"
	30"
	5.75"
	13.75"

	FS6220/8220
	41"
	37"
	8"
	16.5"
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