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 munro MPSR220AH Pump Start Relay

MPSR220AH

StartBox - Reduced External Voltage
Always conscience of protection - whether •
equipment, people, or pets - Munro now 
offers the StartBox with reduced external 
voltage These boxes have 30v or less leaving 
the box to any control or monitoring device. 
With a Munro  box, your float switch will not 
harm you and your temperature and 
pressure sensors are all powered by 24v

Transforms all outbound voltage to a low , •
safe 24v, especially important when external 
sensors or switches are used

Ideal for use in and around ponds utilizing •
float switches

This option is safer if people or pets come •
into contact with external sensors or switches

Reduced incoming amperage option •
available

Construction
Dimensions - 8"x8"x4"•

Quick connect terminals•

UL listed relay•

NEMA 3R UL listed enclosure - approved for •
outdoor use, available in stainless steel or 
powder coated blue or grey

Specifications
Largest Motor: up to 3hp•
Phase: 1•
Motor Voltage: 220•
External Components: HOA Selector Switch•



Brown to Relay
Right Side

Grounding Wire

Line 1 220v Power to 1L1
and
Line 2 220v Power to 3L2

Relay Left Side 
to Start Switch

AOH Bottom Front
to Start Switch

AOH Top Front
to Relay Left Side 1L1 to 

Black wire

Blue Wire to 
AOH Back Top 
Terminal

*Knockouts

2T1 to Motor 1
and
4T2 to Motor 2

AOH Top Back
to Bottom Back

(Turned
for view)

3L2 to 
Orange wire

*All Wires Leaving Box Through Knockouts in Base
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