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MUNRO DAMBOX PUMP CONTROL SPECIFICATION
A. DamBox Pump Control


1. DamBox water feature control and protection control shall include a 40-amp relay capable of starting a single-phase, ¾ to 5 hp pump using a normally closed (not included with DamBox) float switch. Maximum motor size @ 110V line voltage to be 2 hp. Maximum motor size @ 220V line voltage is 5 hp. The relay coil shall be available in a 110 vac configuration with an electrical rating of 120v – 24 FLA, or 240v – 28FLA, 60 Hz and a short circuit rating of 120v – 5Ka, 240v – 5Ka. 
NOTE: Contact Munro for larger hp and three phase options.

2. The DamBox shall include a secondary UL Listed relay to prevent the pump from starting if there is a water supply problem. A push button reset shall also be included such that once the problem is cleared the DamBox can be easily reset.

3. The DamBox components shall be installed in a NEMA 3R, 12”w x 12”h x 6”d, UL Listed blue or grey powder coated steel or non-painted stainless steel enclosure. The DamBox shall have a grounding provision and a quick connect color-coded wire hookup.


4. The DamBox shall be model MPDB110B (110 Volt Model) (B designates blue powder coated steel enclosure; use G for gray powder coated steel or S for unpainted stainless steel, at end of model number), UL listed and as manufactured by Munro Pump, Inc. Grand Junction, CO. 
Note: Contact Munro for special control requests. 
NOTE: Items in bold to be removed or amended to fit the specific project.

Option: Reduced External Voltage Model – add the following to paragraph one
1. All voltage leaving the DamBox shall be 24 volts. 
Option: Thermal Protection – add the following to paragraph one
1. DamBox shall include thermal overload protection available for pump motors 3hp and larger. Upon motor cool-down, thermal protection shall reset allowing pump motor operation.
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